
134K-RW-TTL-PCB 

134.2Khz ISO11784/11785 RFID reader/writer PCB module  

with UART TTL serial interface   

 

General description  

• Support Tag : EM4205 / EM4305 / EM4469 / EM4569 

• Support protocol - ISO11784 / ISO11785 / ISO FDX-B  

• Module Size : (38x62)mm  

• Output interface : UART TTL serial interface   

• External antenna  

PIN Assignment  

 

 

 

 

 EM4205/EM4305 - Features                                                                           

 

- 512 bit EEPROM organised in 16 words of 32 bit  

- 32 bit unique identifier (UID) 

- 32 bit Password read and write protection 

- ISO 11784 / 11785 Standard Compliant 

- Lock feature converts EEPROM words in Read Only 

- Two data encodings: Manchester and Biphase 

- Multi-purpose data rate: 8, 16, 32 and 64 RF clocks 

- Reader Talk First feature  

- On-chip rectifier and voltage limiter 

- No external supply buffer capacitor needed 

- 40°C to +85°C temperature range 

- Ear–Tag size : Diameter(30mm), length(22mm)  

Pin 1 Vcc  (+5V) 

 

Pin 2  TTL – TXD 

 

Pin 3  TTL – RXD 

 

Pin 4  GND 

 

 

J2 Antenna 1 

J2 Antenna 2 

 


